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• A performing equipment for mortar
spraying and pointing

ARAMIS

• �A simple and efficient equipment for traditional 
and ready-to-use mortars

• �Very quick start and cleaning after use
• �Integrated sieve
• �Integrated vibrator
• �Optional: pneumatic injection kit with automatic 

switch off unit

Length	 1460 mm
Width	 815 mm
Overall height	 1 035 mm
Hopper capacity	 60 litres
Empty weight	 183 kg
Hose length	 15 m
Mortar flow	 de 0 to 22 l/mn

Aramis



B.P. 23 - 69380 LOZANNE - FRANCE
Tél. : +33 (0)4 78 43 62 62
Fax : +33 (0)44 78 43 69 28
E-mail : acf@acf-france.com
www.acf-france.com

Your Nearest Dealer:
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Equipment

Vibrator

Retractable hopper extension

Accessories

Cleaning foam balls
2 cleaning balls

P 602

Pointing kit
1 adapter
+ 3 pointing nozzles
Ø 10, Ø 12 and Ø 14

Spraying kit
1 spraying hose
+ 3 spraying nozzles
Ø 8, Ø 12 and Ø 16

Hose carrying strap

P 603

“Special injection” kit

P 731

Air compressor 200 l/mn

N 001
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