ARIES 26 AND 42

POST DRIVERS
_ 100 % pneumatic

Building or vineyard version
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ARIES 26 building version ARIES 26 vineyard version ARIES 42 vineyard version
* The ideal tool to drive-in all kinds of posts: + Guiding handles providing a very comfortable use
Profile, angle, round section, square, T shape, U shape, * Interchangeable guides adapting ARIES to every kind
etc. and out of various materials: wood, steel, PVC, etc. of post

+ Simple and multi-purpose use
+ Can be adapted to any ground configuration




OPERATION
|

- 1 - ARIES 26: vineyard and building version

Weight 26 kg
Air consumption from 800 lit/mn
Working pressure from 6,5 to 10 bar
Blow frequency 1600/min
Round guide in mm 64,94, 107
Square guide in mm 44, 64,84
Weight 26 kg
Air consumption from 800 lit/mn
Working pressure from 6,5 to 10 bar
Blow frequency 1600/min
Square guide in mm 64, 94,107
ARIES 26 vineyard version ARIES 26 building version For other guide diameters or shapes: please contact us

- 2 - ARIES 42: vineyard version

Post driver with high striking power.

ARIES 42 vineyard version

Weight 42kg
Air consumption from 800 lit/mn
Working pressure from 6,5 to 10 bar
Blow frequency 1400/min
Round guide in mm 82,107,130, 160
Square guide in mm 80,110, 140
[ Your nearest dealer: ] mam
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LE SPECIALISTE

B.P. 23 - 69380 LOZANNE - FRANCE
Tél.: +33 (0)4 78 43 62 62
Fax : +33 (0)4 78 43 69 28
E-mail ; acf@acf-france.com
L www.acf-france.com

philippecambetgraphiste - Doc N° 76 / 05.18 - Models and specifications in this document are indicative and may be changed without prior notice by the manufacturer.



