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• Wet sandblasting 

TURB’EAU NOZZLE
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Your nearest dealer:

• 2 fonctions:
2 functions: Blast nozzle / Dust-free sandblasting 
Can be adapted to all sandblasters fitted with 
a threaded nozzle-holder.

• Turb’eau nozzle requires a connection to the 
water main.

Thread ¼’’ Thread 29 mm

Thread 50 mm

	 Réf. 	 Length 	 Diameter 	  Air consumption	 Weight 	 Thread

	 B 202	 90 mm 	 2 mm 	 15 CFM	 0,28 kg 	 ¼”

	 B 203	 90 mm 	 3 mm 	 17 CFM	 0,28 kg 	 ¼”

	 B 233	 102 mm 	 3 mm 	 17 CFM	 0,53 kg 	 29 mm 

	 B 204	 102 mm 	 4 mm 	 45 CFM	 0,53 kg 	 29 mm 

	 B 205	 102 mm 	 5 mm 	 210 CFM	 0,49 kg	 29 mm 

	 B 206	 102 mm 	 6 mm	 80 CFM	 0,49 kg 	 29 mm 

	 B 208	 102 mm 	 8 mm 	 130 CFM 	 0,47 kg 	 29 mm 

	 B 266	 145 mm	 6 mm	 80 CFM	 1,24 kg 	 50 mm

	 B 268	 160 mm 	 8 mm 	 130 CFM	 1,21 kg	 50 mm 

	 B 270	 172 mm 	 10 mm 	 210 CFM	 1,36 kg 	 50 mm

Operating principle

Additional air (sucked in) by Venturi effect.

Water

Air / abrasive 
mixture


